# PART NUMBER DESCRIPTION QTY
1 |3001 SYRINGE MIXER BODY 1
2 3003 SYRINGE ADAPTER 30/55cc 1
3 |3004 SYRINGE CAP 30cc 1
5 [3011 MIXING SHAFT 30cc 1
6 (3015 TUBING 1
7 13019 BODY CAP MOTOR 45W 1
8 3020 MOTOR CABLE 1
14 |BM4x6SET SET SCREW M4x0.7x6mm 1

! 15 |HFITTING?0AIRMS AIR INLET FITTING 90DEG 1
16 |OR-2.5-18 O-RING ID18 SD2.5 2 i
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REVISION| INITIALS| DATE MODIFICATIONS
]
‘ A NR  |05/09/2015 INITIAL ISSUE
! NEW PART NUMBERS FOR HARDWARE
( @ ] 8 5 ) B NR | 29.07.18 ROTARY SEAL IS CHANGEF FROM 5 BAR
’ TO SINGLE LIP FOR LOWER FRICTION.
MOTOR IS CHANGED FOR 45W
/ C NR 15.03.19 BEARING SHAFT AND CAP ARE
( @ 25 4 ) ADJUSTED ACCORDINGLY
, .
g m D NR 29.08.19 ELECTRICAL CONNECTOR ADDED
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MIXER WITH 30cc SYRINGE

This document must not be copied 852;“3#651'8'5 EQ{;SE

without our written permission, and
the contents thereof must not be Linear: 0.0 +/- 0.25
imparted to a third party nor be used | Angular: 0.0 +/- 1°
for any unauthorised purpose. Surface Roughness: Ra1.6

MIXER WITH 10cc SYRINGE

Contravention will be prosecuted. 1ISO STANDARD FOR

NAME DATE Thread class
external 6g
DRAWN| NICOLAS REYNIER 05.09.2015 internal 6H
APPV'D Geometric Tolerances
MATERIAL:

SR-TEKws-

OPTIONS ~+—} )| DO NOT SCALE DRAWING
DESCRIPTION | PART # FOR 10cc | PART# FOR 30/55¢cc SRENCHATPEO0ES, | WEIGHT: o
SYRINGE ADAPTER 3000 3003 e '
SYRINGE CAP 3014 3004 e
SYRINGE O-RING OR-12 OR-18 SYRINGE MIXER
MIXING SHAFT various design and length available 10cc & 30/55cc

"*°1OML-AG & 30ML-AG | a3

GIVEN SYRINGE DIMENSIONS ARE BASED ON COMMONLY e
Revision D

USED SYRINGES BUT MAY DEPEND ON SYRINGE MODEL.

SCALE: 1:2|  IFINDOUBT ASK _|sHeeT20r4
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